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DECO20

These Y-shaped tiles give the
classic honeycomb pattern an
update with its unique shape.
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DECO ]

Small, round and penny-sized,
a fantastic way to make a
space look not only larger

but more classic as well.
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DECO22

These fish scale shaped tiles

come together to create a
beautiful scalloped effect.
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TECHNICAL SPEC

FICATIONS

MEASUREMENT

IS0 STANDARD

DESCRIPTION STANDARD TEST UNIT REQUIREMENT BT
Length & Width MS IS0 10545 -2 mm +0.5% Max + 0.5% Max
Thickness WS 150 10545 - 2 mm + 5.0% Max + 5.0% Max
Sidas Straighiness MS 150 10545 - 2 e + 0.5% Max + 0.5% Max
Rectangularity MS IS0 10545 -2 mm + 0.6% Max + 0B% Max
Flatness: a) Centre Curvaiure MS IS0 10545 -2 T + 0.5% Max + 0L.5% Max

b} Edge Curvalure MS IS0 10545 -2 mim + 0.5% Max + 0.5% Max

c) Warpage M5 150 10545 - 2 mm +0.5% Max + {.5% Max
Surface Quality MS 150 10545 -2 One é";«f,i’sa”“a = 95% free from visinle defect = 95% free from visible defect
Water Absorption WS 150 10545 - 3 Mass = 0.5% =0.5%
Modulus of Rupture MS IS0 10545 - 4 M2 = 35Mfrmma2 = A5Nfmm2
Deep Abrasion WS 150 10545 - 6 mima3 < 175 mm3 < 175 mma3
Surface Abrasion PEI ASTM C1027 MS IS0 10545 - 7 Visual Check e e e e, Ly Posagt
Crazirg Tast S IS0 10545 - 11 Visual Check Mot Applicable for porcelan tiles Mot Applicable for porcelain tiles
Frost Resistance MS 150 10545 - 12 Visual Check Required Requirad
Chemical Resistance (Low Cons.) MS IS0 10545 - 13 Visual Check Marwf, to state Maruf. to state
Chemical Resistance (Househald/Swimming Pool) S IS0 10545 -13 Visual Check Max Visible Changa On Cut Sida Max Visible Change On Cut Side
Stain Resistance M3 150 10545 - 14 Visual Check Class 3 Min Class 3 Min
Coefficiant of Friction ASMNZS 4556-1999 App.[ MS IS0 10545 - 17 Manut, to state Manuf, 1o state Maruf, to state

PIT Porcadain liles conform o Group Bla, E<l=0.5%

Each different tiles series is produced to meet different performance requirements. For specific product technical performance,
please request from sales team or their agent or distributor.

Colour Variations: Since the colour reproduction in this printed piece will vary from the actual tile colours, final selection should be made from tile samples.
Colour, shade and glaze variations may exist due 1o the inherent characteristics of porcelain tile.

Due to the low porosity of porcelain tiles, an Improved High Performance Cementitious adhesive in accordance to BS EN 12004 & |50 13007-1 is highly
recommended for proper installation. Products that meet this standard are available amongst leading adhesive manufacturers. Please seek expert advice
from adhesive manufacturers for proper selection and application,

An integrated ceramics company, FXT offers product development,
production and sales services all under one roof.

Spanning over 130 acres, the FXT factory is equipped with a world
class automatic ceramic production line which uses natural energy
along with the latest production technologies to ensure the highest
quality for its products. They are also able to produce a variety of
over 200, sizes ranging from 150x600mm to 1200x600mm.

Standing by their philosophy of creating quality green products,
FXT has a committed and experienced Research and Development
(R&D) team that works towards producing quality products while
reducing their carbon footprint,

FXT works closely with an ltalian design house so one can be assured
that their product designs are up to date and in trend. With their own
manufacturing facilities, FXT offers a whole lot of flexibility in terms of
customization from size to colour and surface.

There is a dedicated and knowledgeable marketing team on board and
they are able to provide comprehensive marketing materials for all
kinds of channels from product brochures to e-catalogues.

With FXT, you can expect nothing but the best as they are committed
to the highest standards in delivering quality products and services to
the customer.

CERAMICHE

power to infinite realization

LILY LEONG

director [ general manager
+86 138 2775 8809
lilyleong@fxt-ceramiche.com
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